e950Swhen
18.5” LCD Monitor with LED backlight

Low Power




Display Size

Native Resolution
Response Time
Viewing Angle
Luminance

Contrast Ratio
Dynamic Contrast Ratio
Pixel Pitch

Colors Supported
Frequency Range

CONNECTIVITY
Analog Input

Digital Input
POWER

Power Consumption

Stand-by Power

Power supply

COMPLIANCE

Approvals /Environmental

Wall mount (mm)

DIMENSIONS AND WEIGHT

W x H x D (Monitor)
W x D x H (Package)
Net Weight

Gross weight

*With a view to ensure ongoing product enhancement / development, we reserve the right to change any specifications,

without prior notice.

Product Specification

DISPLAY SPECIFICATION

: 18.5” Wide (470 mm diagonal)
: 1366 x 768
©5ms
: 90 (H)/65< (V)
: 200 Cd/m2
. 600:1
: 50,000,000:1
:0.3mm
: 16.7 Million
: 30-60 KHz (H) / 50-76Hz (V)

: 15 Pin D-SUB connector
: 19 Pin HDMI connector

: 16W (Typical)
: £0.5wW
: 100-240 VAC; 50/60 Hz

: FCC, cCSAus, CE, EPA,CB,BSMI,GHOST

1S09241-307, ROHS,WEEE.

: VESA 100 x 100

: 494.35 x 356 x 110 (mm)
: 444.35 x 175 x 342 (mm)
1 2.76 Kg
: 3.79Kg
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